
DEPARTMENT OF THE INTERIOR
Bureau of Land Management

NOTICEOF STAKING

NOTICEOF STAKING 6 Lease Number:
(Not to be used in place of Applicationfor ST ML-48134
Permit to DrillFor 3160-3)

1. OilWell Gas Well 7 if Indian, Allottee or Tribe Name:

Other (specify) CSM "Ferron Coai"

2. Name of Operator 8 UnitAgreement Name:
Westport Oli and Gas Company, L P. NA

3 Name of Specific Contact Person: 9 Farm or Lease Name:
David Gomendi 303-575-0472 North Bench State

Senior Engineer 10 Well No.:

4 Address & Phone No. of Operator or Agent: 24-18

Oper: 1670 Broadway, Suite 2800 Denver, CO 80202
303-573-5404 11 Field or Wildcat Name:

Agent: Bill McKnah 435-813-0752 Helper
Consulting Project Engîneer

S Surface Location of Weil: 12 Sec., T., R., M., or BIk. and Survey of Area

SE /4 SW I4 493' FSL, 1865' FWL Sec. 18 T 138 R 11E
Lat:690410 Long: -110.732876

Soc. 18 T 138 R 11E S.LB.&M

15 Formation Objective(s) 16 Estimated Weil Depth 13 County, Parish, or Borough 14 State

Ferron Coal 4850' Carbon UT

17 Additional Information (include surface owner's name, address, and, if known, telephone number). Distance in

miles and direction from nearest townor post office.

Surface Owner: SITLA State of Utah School & Institution Trust Lands Administration
678 East 500 South, Suite 500, Salt Lake City, UT 84102 Attn: Ed Bonner

1GNED: TITLE:Senior Engineer DATE: December 4, 2003
David Gomendi

Upon receipt of thisnotice,the Bureau of Land Management (BLM)willschedule the date of the on-site predrillinspection and notify
you accordingly.The location must be staked and access road must be flagged priorto the on-site. Sketch showing road entry onto
pad. Pad an reserve pit dimensions must be received by or at the time of the on-site.

Operators must consider the following prior to the on-site:

a) H2S potentiai RECEIVED
b) Cultural Resources (Archeology)
c) Federal Right-of-Wayor Special Use Permit DEC1O2003

DIV Oc o
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STATE OF UTAH FORM 3

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING AMENDEDREPORT

(highlight changes)

5. MINERAL LEASE NO. 6. SURFACE:

APPLICATION FOR PERMIT TO DRILL ST ML-48134 SITLA
1A. TYPE OF WORK: DRILL REENTER DEEPEN I IF INDIAN, ALLOTTEE OR TRlBE NAME:

NA
B. TYPEOFWELL: OIL GAS OTHER SINGLE ZONE MULTIPLEZONE 8. UNlTorCAAGREEMENTNAME:

NA
2. NAME OF OPERATOR: 9. WELL NAME and NUMBER:

WESTPORT OIL AND GAS COMPANY, L. P• North Bench State 24-18
3. ADDRESS OF OPERATOR: CITY STATE ZiP PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

1670 Broadway - Suite 2800 Denver, CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal
4. LOCATIONOFWELL(FOOTAGES) SilA6t x 43A3204 y 319902£ 'HA 73t3; "

MER
ARN:SECTION,TOWNSHIP,RANGE,

ATSURFACE: 493' FSL, 1865' FWL Lat: 39.690411 Long: -110.732875 SESW, Sec. 18, Tl3 S, Rl I E,

AT PROPOSED PRODUCING ZONE: 493' FSL, 1865' FWL Lat: 39.690411 Long: -l10.732875 S.L.B.&M Meridan

14. DISTANCE INMILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

9 Miles Northeast of Price, Utah Carbon UTAH
15. DISTANCETO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TO THIS WELL:

493' 365.65 acres 160 acres
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIEDFOR) ON THIS LEASE E
4860' statewideBlanket RLB005236

21. ELEVATIONS (SHOWWHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORK WILL START: 23. ESTIMATED DURATION:

6820' Ungraded Ground Level Upon APD Approval 5 days drilling - 9 days completion

24. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YIELD, AND SLURRY WEIGHT

14" 12.25" Schd. 40 LP 60' Conductor pipe, willnot be cemented.

11" 8-5/8" J-55 24# 486' Class A, 233 sks., 1.18 cu-ft/sk, 15.6 ppg.
7-7/8" 5-1/2", N-80, 17# 4860' Class 5, 267 sks., 3.47 cu-ft/sk., 11.0 ppg.

Prem+, 120 sks., 1.60 cu-ft/sk., 14.2 ppg.

25.
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED 1NACCORDANCE WITH THE UTAHOlLAND GAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLINGPLAN

EVIDENCE OF DIVISIONOF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

NAMF(Pl.FASFPRIN David A. Gomendi TITLE Senior Operations Engineer

SIGNATURE DATE June 8, 2004

(This space for State use only)

API NUMBER ASSIGNED: APPROVAL:

(11/2001) 18100 M
Oil,Gas and Mining DN.0F

UT State APD North Bench State 24-18.xis ST UT



RR Ti3S, RiiE, S. L.B. &M. WSTPORT OIL AND GAS COMPANY, L P.
10 ff « Well location, NORTH BENCH STATE //24-18,
EE located shown in the SE 1/4 SW 1/4 of Section

N89 58'W 2702.04' (G.L.O.) N89°50'W 2629.44' (G.L.O.)
18, T13S, R11E, S.L.B.&M. Carbon County, Utah.

1302.18' (G.L.O.) 1302.18' (G.L.O.) 1314.72' (G.L.O.) 1314.72' (G.L.O.) BASIS OF ELEVATION
d SPOT ELEVATIONLOCATEDON A JEEP TRAlL IN THE NW 1/4
-i OF SECTION 32, T13S, R11E, S.L.B.&M. TAKEN FROM THE
$ 2 DEADMANCANYON QUADRANGLE,UTAH, CARBON COUNTY, 7.5

LOT 1 J MINUTEQUAD. (TOPOCRAPHIC MAP) PUBLISHED BY THE
6 UNITED STATES DEPARTMENT OF THE INTERIOR, GEOLOGICAL

SURVEY. SAID ELEVATIONIS MARKED AS BEING 6460 FFET.

sasras'w 2633.40' (G.Lel_ e BASIS OF BEARINGS1314.72° (G.L.O.) 1314.72' (G.L,0.) 6 BASIS OF BEARINGS IS A G.P.S. OBSERVATlON.

LOT 2 z

o o N
S89°00'W 5409.36' (G.L.O.)

2638.66' (G.L.O.) 2638.68' (G,L.O.)

O - Oo O o
LOT 3

SC A LE ilung

CERTIFICATE
THIS IS TO CERTIFYTHAT THE ABOVE PLAT EPARED FROù

co FIELD NOTES OF ACTUALSURVEYS MADE ÖR UNDg O •

o LOT 4 SUPERVISIONAND THAT THE SAME ARE TIA3 ND†¾RREËTHE
BEST OF MY KNOWLEDGEAND BELIEF.

NORTH BENCH STA TE /24-18 8
1865' (Comp.) Elev. Ungraded Ground =

6820, z

88 3° (G.L.O.)
REGI ERED L YR

N8878'JP"E - 2710.32' (Meas.) S88'29'W 2653,86' (G.L.O.)
UINTAH ENGINEERING & LAND SURVEYING

1947 Brass Cap 1.0'
85 SOUTH 200 EAST - VERNAL, UTAH 84078High, Pile of Stones.

Bearing Tree
(435) 789-1017

LEGEND: SCALE DATE SURVEYED: DATE DRAWN:
1 = 1000 12-31-03 01-05-04

=
90° SYMBOL (NAD 83) PARTY REFERENCES

D,K. P.J. D.COX G.L.O. PLATO = PROPOSED WELL HEAD. LATITUDE =
39°41°25.48'

(39.690411)
A = SECTION CORNERS LOCATED. LONGITUDE=

110°43'58.35" (110.732875)
WEATH

OLD



WESTPORT OIL AND GAS COMPANY, L.P.

1670 Broadway Suite 2800 Denver Colorado 80202
June 11, 2004 Telephone: 303 573 5404 Fax: 303 573 5609 FEDERAL EXPRESS

Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P. O. Box 145801
Salt Lake City, UT 84114-5801

Attn: Ms. Diana Mason

RE: Application(s) For Permit To Drill
Eleven (11) Well Applications
Township 14 South - Range il East
Wellington Federal 22-04 SWD
Township 13 South - 11 Eas
North Bench State 24-18 V
North Bench Federal 12-20
North Bench Federal 24-20
North Bench Federal 23-28
North Bench Federal 34-28
North Bench Federal 21-29
North Bench Federal 22-29
North Bench Federal 23-29
North Bench Federal 41-29
North Bench Federal 43-29
Carbon County, Utah

Dear Ms. Mason

Please find enclosed two (2) originals and one (1) copy of the Application For Permit To Drill
for each of the subjected wells for your consideration and approval. Also, included in this package is a
Master Drilling Program for the Cardinal Draw - Ferron Coal 2004 Project.

We thank you in advance for your cooperation and assistance in these matters. Should any
questions or suggestions arise, please do not hesitate contacting the undersigned or the senior operations
engineer of the Project, David Gomendi at (303) 607-3472.

Very truly yours,
WESTPORT OIL AND GAS COMPANY, L. P.

RECEIVED

Debby J. Black JUNi 8 EN
Engineering Technician

DW,OFOlt, GAS&
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MASTER DRILLING PROGRAM

Well Helper Field - Ferron Coal Program
Cardinal Draw Prospect

Sections 18, 20, 28 and 29: Township 13 South - Range 11 East
Section 4: Township 14 South - Range 11 East

Carbon County, Utah

Operator: Westport Oil and Gas Company, L. P.

INTRODUCTION

WESTPORT OIL AND GAS COMPANY, L. P., (Westport) proposes Well Helper Field Ferron Coal
Program in Cardinal Draw Prospect 2004 located within Carbon County, Utah. The Well Helper Field
Ferron Coal Project (Project) consists of ten (10) proposed locations. Nine (9) of the wells are located in
Sections 18, 20, 28, and 29 Township 13 South - Range 11 East and one (1) well in Section 4 Township
14 South - Range 11 East. Nine of the wells will be drilled through the Ferron formation and one well
will be drilled through the Navajo/Wingate as a water disposal well. The Project area wells will be
accessed from Price, Utah by an improved road which currently exists approximately 9 miles from
Price. Note, all improved roads will have water dispersal controls at all changes of slope.

ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS

The tables summarizing information for each of the ten (10) wells in the Project are included in this
document. In general, the ground elevation ranges from 6348 feet above mean sea level (MSL) to 6860
feet MSL graded at stake. The top of the Ferron of the Mesa Verde Formation lies approximately 3135
feet to 4475 feet below ground surface (BGS) and is 265 feet thick resulting in total approximate depths
of 3370 feet to 4710 feet BGS, for the producing wells.

WELL NAME AND NUMBER LOCATION TD GR

North Bench State 24-18 SESW Sec. 18: T 13 S - R 11 E, 1865' FWL, 493' FSL 4860' 6820'

North Bench Federal 12-20 SWNW Sec. 20: T 13 S - R 11 E, 837' FWL, 1691' FNL 4785' 6860'

North Bench Federal 24-20 SESW Sec. 20: T 13 S -R 11 E, 1900' FWL, 1200' FSL 4465' 6738'

North Bench Federal 23-28 NESW Sec. 28: T 13 S - R 11 E, 1455' FWL, 1568' FSL 3670' 6437'

North Bench Federal 34-28 SWSE Sec. 28: T 13 S - R 11 E, 1557' FEL, 1212' FSL 3520' 6348'

North Bench Federal 21-29 NENW Sec. 29: T 13 S - R 11 E, 784' FNL, 2165' FWL 4170' 6632'

North Bench Federal 23-29 SW¼ Sec. 29: T 13 S - R 11 E, 1329' FWL, 1517' FSL 3700' 6528'

North Bench Federal 41-29 NENE Sec. 29: T 13 S - R 11 E, 1214' FEL, 1194' FNL 4075' 6583'

North Bench Federal 43-29 NESE Sec. 29: T 13 S - R 11 E, 733' FEL, 1803' FSL 3750' 6495'

Wellington Federal 22-04 SWD SENW Sec. 4: T 14 S - R 11 E, 1500' FWL, 2350' FNL 5930' 5877'

Master Drilling SITLA UT Ferron Coal
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WELL NAME AND NUMBER FORMATION TOP BOTTOM

North Bench State 24-18 FERRON COAL 4475' 4710'

North Bench Federal 12-20 FERRON COAL 4370' 4635'

North Bench Federal 24-20 FERRON COAL 4056' 4321'

North Bench Federal 23-28 FERRON COAL 3285' 3520'

North Bench Federal 34-28 FERRON COAL 3135' 3370'

North Bench Federal 21-29 FERRON COAL 3660' 4025'

North Bench Federal 23-29 FERRON COAL 3316' 3541'

North Bench Federal 41-29 FERRON COAL 3690' 3925'
North Bench Federal 43-29 FERRON COAL 3368' 3603'

Wellington Federal 22-04 SWD NAVAJO/WINGATE 4786' 5628'

LOCATIONS AND ROAD ACCESS

Location and roads will be built to Bureau of Land Management's standards and specifications.

1. Construction Materials: A list of sources of construction materials, such as sand, gravel or soil,
must be submitted along with a description of the intended use of each material.

a) Surfacing materials such as scoria or gravel will be purchased from a commercial site in
the immediate area.

b) No construction materials will be taken from Federal or Indian lands without prior
approval from the appropriate Surface Management Agency.

c) If production is established, any construction materials required for surfacing of the
access road and/or installation of production facilities will be purchased from a
commercial site in the immediate area. Fine material for packing of gas and water lines
will be obtained by screening spoil materials.

d) The gas and water pipeline bedding material will be obtained by screening spoil
materials. No commercial products will be required.

e) No new access road for transportation of these materials will be required.
f) Water for road construction purposes will be acquired from the local municipal water

supply and transported to location by truck. No new access road is required for water
transport.

g) No other construction material will be required for this project.

PRESSURE CONTROL EQUIPMENT

Notification will be reported to the proper state and/or federal authorities 24 hours prior to
initial BOP test.

Blowout Preventer Hook Up

After initial WOC time has expired, a SOW l1" x 8.625" 3000 psi casing head will be installed. Test
wellhead weld to 2000 psi with hydraulic oil. BOP equipment will consist of an 11 3000 psi, double
ram preventer with blind and pipe rams as well as an annular preventer. An HRC valve will be installed
between BOP spool and choke manifold with controls on rig floor. Spool will be located between
casing head and BOP's.

Test pipe rams, blind rams and choke manifold to 3000 psi high pressure test and 250 psi low pressure
test. Perform this test with a test plug in the casing head and the casing head valve below the test plug

2 Master Drilling SITLA UT Ferron Coal
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open. Test the annular preventer to 50% of rated working pressure (0.50x 3000 = 1500 psi). Test the
surface casing to 70% of the internal yield strength (0.70x 2950 psi = 2000 psi), refer to BLM Onshore
Order # 2, section III A - Well Control Requirements for a complete discussion of BOP, BOPE and
Surface Casing testing requirements. Record test results and notate on daily drilling reports to Westport
Oil and Gas Company, L. P.

The pipe rams will be operationally checked each 24 hours. Blind rams will be function tested each
time pipe is pulled out of the hole, but not more than once every 24 hours. The annular preventer shall
be function tested weekly. A BOP pit level shall be conducted weekly for each drilling crew. All BOP
function tests and pit drills shall be properly noticed in the IADC tour sheets as they are performed.
Studs on all wellhead flanges will be checked for tightness each week. A drill stem safety valve will be
set in the open position and readily available on the rig floor at all times. Pipe and blind rams will be
tested to 3000 psi high / 250 psi low at least once every 30 days to meet requirements.

Trips required after pressure anomalous zones are penetrated should be made at minimum rate to
prevent hole swabbing or pressure surges. Note: Keep hole full at all times.

Westport requests that they be allowed to employ the following safety measures and well control
equipment on its wells.

1. Prepare location for drilling rig. Drill rat hole and mouse hole.
2. Drill 15" hole to approx. 40'+. Run 12-3/4" plain end pipe as conductor pipe and set.
3. Nipple up diverter to conductor pipe.
4. Drill a 11" hole 10% of the total depth of each well.
5. Run 8.625" surface casing and cement as specified in the casing and cementing sections of this

Master Drilling Plan. Thread lock guide shoe, float collar and bottom two joints of casing.
Run two jointsof casing between the float shoe and the float collar.

6. Waiting on cement time shall be adequate to achieve a minimum of 500 psi compressive
strength at the casing shoe prior to drilling out. Provide 24 hours prior notice to BLM office
for BOP test.

7. Cut off casing, weld on head and nipple up BOP. Pressure test BOP and BOPE to 3000 psi and
250 psi for 15 minutes. Test BOP and BOPE with a test plug.

8. After BOP test, test the surface casing to 70% of burst. Test pressure = 0.70 x 2950 psi = 2000
psi.

9. Drill a 7.875" hole to the total depth with conventional rotary techniques and insert bits and air
mud system.

10. Run single point directional survey with every bit trip.
11. Run open hole logs as specified in the logging section.
12. Pending log evaluation, run sidewall cores or prepare to run 5.5" casing and cement in full

tension as specified in the casing and cementing section of this Master Drilling Plan.
13. Clean the location and release the drilling rig.

By allowance of the above measures for well control it is Westport's opinion that all operations will be
conducted safely.

Attached is a schematic of the BOP Equipment and Choke Manifold.

3 Master Drilling SITLA UT Ferron Coal
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LOCATION AND TYPE OF WATER SUPPLY

All water needed for drilling purposes will be obtained from the Price River municipal water source,
since these wells will be primarily drilled with air, minimal water is needed. The lined pits will be
pumped out and water will be disposed of in approved disposal.

MUD PROGRAM

The reserve pit will be lined with 9-mil liner.

Drilling fluid will be air and kept in optimum condition at all times. The mud company's representative
will also be readily available if any problems are encountered. Representative should plan to be on
location prior to and during any logging or casing running operations as well as during the conversion
from fresh water to gel system.

Spud in with water. Mix gel and lime as needed to clean the hole prior to running surface casing.
8.625" surface casing will be set at 10% of the total depth of the well.

Interval Type Weight Viscosity, sec Fluid loss
Surface - 250' Gel/Lime 8.4 - 8.6 26 - 38 No Control
Surface - T.D. Air

Note:
1. Copy of mud engineers daily mud report will include accurate cost estimates and inventory

listings.
2. Copies of daily mud reports will be given to drilling foreman and left in doghouse.
3. Morning reports must contain current mud properties requiring the mud engineer to make mud

checks before 6:00 a.m.
4. Sweep the hole as frequently as the hole dictates.

PROPOSED LOGGING PROGRAM

LOGGING TOOL TOP logged interval BOTTOM logged internal
Induction/GR/SP Base of surface casing Total Depth
CNL-FDC (High Resolution) For 2000' or to base of surface casing Total Depth

Electric logs will be acquired when total depth is reached. Short trips prior to logging will be at the
discretion of the drilling foreman on location. Viscosity of the mud will be raised to 45 -- 50 sec/qt prior
to pulling pipe for logs.
The logging contractor will be notified 24 hours in advance.

Notes: 1. Under no condition will the logging tools be stopped in hole.
2. Caliper and measure all tools run in hole.

Drilling Samples

Collect samples as follows: 30' samples from 0 to 2000', 10' samples from 2000' to TD. Well site
geologist: Bob Kozarek, home phone (303-321-6180)

4 Master Drilling SITLA UT Ferron Coal
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Mud Logging Unit

None.

Hole Deviation Survey

Surface hole deviation is not to exceed 5 degrees with surveys to be taken at 230', base of surface casing
and more often if deviation is indicated. Below surface casing, deviation will not exceed 7 degrees to
total depth projected. Below surface, angle changes between surveys will be limited to 1° per survey at
500' intervals.

Drilling Time

Electronic drilling time recorder (Pason or equivalent) is to be used. Note: Down time, lost circulation
and deviation surveys along with mud pump pressure, mud checks, weight on bit and rotary rpm are to
be recorded at the respective depths. The digital files are to be sent to Westport's Denver office at the
end of the hole.

Surface Hole - 11 Inch Interval

1. Drill a l1" hole to 10% of well's total depth.
2. Circulate and sweep hole as necessary to clean hole.
3. Surface casing will be new 8.625" OD.
4. Thread lock the first two jointsof pipe and float equipment. Increase torque values by 10 percent

when using thread lock. Run casing and install centralizers.

Casing Selection

Interval Size Weight Grade Thread Collapse Burst
0- 10% TD 8.625" 24 J-55 ST & C 1370 2950

Design & Safety Factors

Weight Grade Thread Depth Length Collapse Burst Tensile
24 J-55 ST & C 10% of TD 10% of TD 10+ 20+ 40+

Notes: All collapse factors account for axial loading.

Cementing Surface Pipe

1. Circulate up one casing volume (approximately 20 barrels).
2. Work pipe.
3. Pump 10 bbls. water ahead and test lines to 3,000 psi.
4. Mix and pump cement as per program.
5. Release top plug.
6. Reciprocate pipe while cementing and set on bottom as cement rounds the shoe.
7. Bump plug to 750 psi over final lifting pressure. However, do not exceed 2000 psi (70% of internal

yield strength). Hold for 1 minute or more and check for flow back. Hold pressure if the float fails.
8. Do not over displace.
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9. WOC 8 hours. WOC time will be 8 hours before beginning to nipple up or the minimum amount of

time to achieve 500 psi compressive strength based on lab results.
10. Nipple up 11 inch x 3,000 psi BOP.

Cement Design

Vendor: Halliburton Surface Cement
Volume 10% of Total Depth to Surface, estimated 200 sks.
Yield 1.18 cu ft / sack
Mix Water 5.20 gallons / sack
Weight 15.6 ppg
Content Premium Plus Cement, 2% Calcium Chloride,

0.25#/sk Poly E Flake

Important:

1. Cement and water to be used must be checked in the lab for properties before mixing.

a) After WOC time has expired and the BOP is installed; if the cement on the outside of the
surface casing is not to ground level, top off with either a hot API premium cement or ready
mix. Do not use gravel. After reaching total depth and logging the well, Westport's Denver
office will give orders to plug and abandon well, run side wall cores or run 5.5" production
casing. Note: The hole and drilling mud will be in optimum condition prior to running
production casing. Once hole and mud are properly conditioned, drill pipe and collars will be
POOH and laid down.

PRODUCTION CASING AND CEMENT PROGRAM - 7.875" Inch Interval

After reaching total depth and logging the well, Westport Oil and Gas Company's representative will
give orders to plug and abandon well, run side wall cores or run 5.5" production casing. If production
casing is to be run, new 5.5" casing will be run to bottom with appropriate equipment.

The casing will be delivered to location immediately upon the decision to run. It will be racked
according to design and each joint numbered and tallied. The drilling foreman will be responsible for
accuracy in the racking and tallying process. Each joint will be drifted using API drift. Any joints not
drifting properly will be replaced. All joints will be inspected for damaged threads and each thread
cleaned prior to running.

Weight Grade Thread Collapse Burst Body Yield Joint Str.
17# N-80 LT&C 6280 7740 397,000 348,000

Notes: All collapse factors account for axial loading.

Run centralizers on the first 5 jointsof casing. The shoe joint should have centralizers on a stop ring
five (5) feet up from the shoe. Well site Engineer may revise.

After casing is run, circulate and work casing down until it is one foot off bottom. Circulate hole clean
and cement as follows:

1. Rig up cementing company equipment, test lines to 3500 psig.
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2. Circulate bottoms up.
3. Pump 10 bbls. of chemical wash or gelled water with flocele.
4. Mix and pump cement.
5. Drop top plug.
6. Displace with water.
7. Bump plug to 750 psi over the final displacement pressure (do not exceed 3300 psi).
8. Hold pressure 1 minute or more.
9. Release pressure and check for flow back.
10. Shut in and hold pressure if the float equipment fails. Wait 8 hours or enough time to attain 500

psi compressive strength.
11. Pick up the BOP and set the casing slips.

Cement volumes are based on raising cement to base of surface with 30% excess. Once logs are
obtained, calculate actual hole volume and calculate new cement volumes based on log value plus 10%.
Cement Specifications:

Stage Two Cement Design
Vendor: Halliburton Lead Tail
Volume Cement back to surface casing Volume sufficient to cover

Ferron
Yield 1.97 cu ft / sack 1.60 cu ft / sack
Mix water 9.78 gallons per sack 7.89 gallons per sack
Weight 12.5 ppg 14.2 ppg
Content 50/50 Prem/Poz, 8% Gel total, 50/50 Prem/Poz, 10% Cal-Seal,

10% Cal-Seal and 0.25#/sack 1% Calcium Chloride,
Poly E Flake 0.25#/sack Poly E Flake

The cement for the production string will be calculated to cover the entire open hole section and up into
the production casing-surface casing annulus plus 30% excess of calculated open hole volume or plus
10% excess of actual open hole volume based upon caliper logs. In all cases a cement bond log will be
run to ascertain the top of cement or to determine that it is in fact up into the production casing-surface
casing annulus and that all open hole zones are adequately isolated and protected.

This procedure for estimating cement volume has resulted in cement being circulated to surface on the
production string for all of the previously drilled wells by Westport Oil and Gas Company, L. P., in this
area. It is anticipated that the wells will experience the same results and have cement circulated to
surface.

Water may be encountered in any and all of the sandstones penetrated. Shallow freshwater sandstones
will be protected by the installation of surface casing that will be cemented to surface. Surface casing
will be set to approximately ten percent (10%) of the estimated total depth of the well, as set out in the
Master Drilling Plan. The casing will be steel and will be cemented to surface.

Fresh water may be encountered in sandstones below the depth of the surface casing. If production
casing is to be run, it will be run and cemented. The plan indicated that sufficient cement will be run to
cover the entire open hole section and up into the production casing-surface casing annulus plus excess.
The proposal is for the calculated volume plus 30% excess. Actual volume will be determined after
open hole logs are run. The calculated annular volume, plus 10% excess will be utilized to bring cement
into the production-surface casing annulus. After cementing operations are completed and prior to
completion operations commence, a cement bond log will be run. If adequate zonal isolation is not
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achieved by primary cementing, remedial cementing will be incorporated. The Bureau of Land
Management will be advised if remedial cementing is to be performed.

If it is determined that the well is not commercial and is to be plugged and abandoned, then cement
plugs will be placed in the open hole section and in the surface casing sufficient to provide adequate
zonal isolation and protection. These cement plugs will be set as prescribed by the appropriate
governmental agency.

Natural gas is expected to occur with the Ferron formation. Natural gas may be in either; coals,
sandstones, or fractured shale members of the Ferron formation. These zones will be protected as
previously stated by the installation of production casing with cement covering and isolated these zones
or by cement plugs in the event of a plug and abandonment.

Oil bearing zones or formations are not expected to be encountered at these locations.

No other known commercial minerals are expected to be encountered at these locations, Consequently
no other protective measures are contemplated.

The list of formations is as follows for each of the wells:

Formation Estimated Depths Description
Mancos Surface - Shale and sandstone interbedded
Bentonite Varies Bentonite marker bed
Ferron 3,135' - 4,635 Sandstone, coal, and shale interbedded
Tununk 4,635' - Total Depth Shale

Tubing Head

1. Make a final cut on the 5.5". Set slips - casing in full tension.
2. Install tubing head and protective flange.

SURFACE AND MINERAL OWNERSHIP:

Surface Owner: School Institutional Trust Land Administration (SITLA) 675 E. 500 South, Suite 500,
Salt Lake City, UT 84102-2818, Attn: Mr. Ed Bonner, Mineral Specialist

Mineral Ownership: School Institutional Trust Land Administration (SITLA) 675 E. 500 South, Suite
500, Salt Lake City, UT 84102-2818, Attn: Mr. Ed Bonner, Mineral Specialist

ABNORMAL CONDITIONS

Below-normal pressures are anticipated in the surface and primary hole. The surface sands and the coal
are potential zones of lost circulation. Potential for lost circulation will be alleviated by the use of
compressed air as the drilling medium.

No hydrogen sulfide (H2S) has been encountered in or is known to exist in wells previously drilled to
similar depths or to the target coal in the general Project area.

Master Drilling SITLA UT Ferron Coal
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Maximum anticipated bottom hole pressure may be as high as 1076 psig (calculated at 0.433 psi/foot of
hole). Maximum anticipated surface pressure may be as high as 840 psig (bottom hole pressure minus
the pressure of a partially evacuated hole calculated at 0.10 psi/foot of hole).

PLANS FOR RESTORATION OF THE SURFACE

The top 6 inches of topsoil material will be removed from the location and stockpiled separately on:
Adjacent undisturbed land in a windrow fashion.

Topsoil along the access road will be reserved in place adjacent to the road.

Immediately upon completion of drilling, all equipment that is not necessary for production will be
removed.

The reserve pit and that portion of the location not needed for production will be reclaimed as soon as
practical for natural growth.

Before any dirt work to restore the location takes place, the reserve pit must be completely dry.

Reclaimed roads will have the berms and cuts reduced and will be closed to vehicle use.

All disturbed areas will be re-contoured to replicate the natural slope. Pipeline corridors will have trees
and rocks dispersed to reduce and discourage public use.

The stockpile topsoil will be evenly distributed over the disturbed area.

Prior to reseeding, all disturbed areas, including the access roads, will be scarified and left with a rough
surface.

Seed will be broadcast, a harrow or some other implement will be dragged over the seeded area to assure
seed coverage.

The BLM's recommended seed mixture will be used.

The abandonment marker will be one of the following, as specified by the BLM:

1. at least four feet above ground level,
2. at restored ground level, or
3. below ground level.

In any case the marker shall be inscribed with the following: operator's name, lease number, well name
and surveyed description (township, range, section and either quarter-quarter or footage).

9 Master Drilling SITLA UT Ferron Coal
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CERTIFICATION STATEMENT

WELL NAME: North Bench State 24-18

LEASE NO.: ML48134

I hereby certify that I, or person under my direct supervision, have inspected the proposed drill
site and access route; that I am familiar with the conditions which currently exist; that the
statements made in the plan are, to the best of my knowledge, true and correct; and that the work
associated with operations herein will be performed by Pense Drilling, Xcell Well Service, and
its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Name and Title «
'

David A. Gomendi, Senior Operations Engineer

Dated this 8th day of June,
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' WESTPORT OIL AND GAS COMPANY, L.P.

NORTH BENCH STATE #24-18
LOCATED IN CARBON COUNTY, UTAH

SECTION 18, T13S, R11E, S.L.B.&M.

LOCATION STAKE

PIT A

PHOTO: VIEW FROM PIT A TOWARDS LOCATION STAKE CAMERA ANGLE: EASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

Uintah Engineering & Land Surveying LOCATIONPHOTOs 0 1 13 04 PHOTO
85 South 200 East Vernal, Utah 84078 D

- Since 1964 -

435-789-1017 uels@uelsinc.com i TAKENBY:D.K. DRAWNBY:T.H. REVISED:



gy LOCATION LAYOUT FOR nun

NORTH BENCH STATE //24-·18
SECTION 18, T13S, R11E, S.L.B.&M.

493' FSL 1865' FWL - 1 13

SCALE: 1" = 50'
DATE: 01-05-04
Drawn By D.COX

C-9. J' F-10.6'
E/. 828.4' E 808.5'

RESER VE P/ TS
(to' Deep)

Appprox' = -
- Sta. 2+15

Cut Slope 7
C-1.O'

is I 080 sais /' O. 820.1' .
Approx.
Toe of

Rs NnededCedrners
Fill Slope

on uGHT
PLANT

E/. 839.0' -fi6'

C-29.9 ' E 832 7'
(htm. pil)

50'
20'

Û-1.

25' 75' l oo' Sta. 0+90
S DOG HOUSE

\ o PIPE TRAILER

835.5 C-11.6 2 o
-J.4 coHAMME

0+00

C-11. J' F-- g. J'
B. 8]O.4' B. 809. 8

Construct Diversion Ditch

Proadosed Access

NO1ES: FIGURE #1
Elev. Ungraded Ground At Loc. Stake = 6820.4'

, UINTAH ENCINEERING & LAND SURV FYING
FINISHED GRADE ELEV AT LOC. STAKE = 6ÑÍÛ. Î 85 So. 200 Best • Vernal, UtaA 84078 * (435)



WESTPORT OIL AND GAS COMPANY, L.P.

Section TYPICAL CROSS SECTIONS FOR

scole NORTH BENCH STATE //24-18

1" =
So, SECTION 18, T13S, R11E, S.L.B.&M.

493' FSL 1865' FWL
DATE: 01-05-04
Drawn By D.COX

75' 100'

Finished Grode

S TA 2+ 15

50' 25 75' 100'

Location Stoke Slope = 1 1/2: 1

CUT
STA 0+90 ' s

I 60' 100'

STA 0+65

75' 100'

Preconstruction
Grade

\ cur *

STA 0+00

FICURE #2 EXCESS MATERIALAFTER

APPROXIMATEYARDAGES
5% COMPACTION = 6,220 Cu. Yds.

Topsoil & Pit Bockfill = 1,000 Cu, Yds.

CUT (1/2 Pit Vol.)
(6") Topsoil Stripping = 810 Cu. Yds. EXCESS UNBALANCE = 5,220 Cu. Yds.
Remaining Location = 8,360 Cu. Yds. (After Rehabilitation)

TOTAL CUT = 9,170 CU.YDS.
UINTAH ENGINEERING & LAND SURVEYING

FILL = 2, 800 CU.YDS. as so. zoo ease • vernal. utan evove • (sss) res--
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PROPOSED LOCATION:
- NORTH BENCH STATE #24-18

. SEE TOPO "B"

Tl4S
187

Tr n inga
Str

lo To ne 737

ty
tm j Air Ort

II
Ce1.1

MI. +/-

Gr ve

167 elling On

0 / = 7692

LEGEND: WES"PORT OIL AND GAS COMPANY, L.P.

PROPOSED LOCATION N NORTH BENCH STATE #24-18
SECTION 18, T13S, R11E, S.L.B.&M.

493'FSL 1865'FWL

- Uintah Engineering & Land Surveying TOPOGR A PH I C O1 13 04
85 South 200 East Vernal, Utah 84078 M A P DAY YER
(435) 789-1017 * FAX (435) 789-1813

SCALE:1: 100,000 DRAWNBY:T.H. REVISED:



PROPOSED LOCATION:
NORTH BENCH STATE #24-18 ¢

LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.
EXISTING ROAD N NORTH BENCH STATE #24-18

---------- PROPOSED ACCESS ROAD SECTION 18, T13S, RllE, S.L.B.&M.
493' FSL 1865' FWL

- Uintah Engineering & Land Surveying TOPOGR A PHlc 0 1 13 04
85 South 2OO East Vernal, Utah 84078 M A P MONTH DAY YEAR
(435) 789-1017 * FAX (435) 789-1813

SCALE:1"= 2000' DRAWNBY:T.H.



PROPOSED LOCATION
NORTH BENCH STATE #24-18

LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.
p' DISPOSAL WELLS WATER WELLS N NORTH BENCH STATE #24-18
e PRODUCINGWELLS ABANDONED WELLS SECTION 18, T13S, R11E, S.L.B.&M.

SHUTIN WELLS - - TEMPORARH,YABANDONED 493' FSL 1865' FWL

Uintah Engineering & Land Surveying TOPOGR A P II I c 0 1 13 04
85 South 200 Iûnst Vernal, Utah 84078 I À Ÿ MOYm MY YMR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1"= 2000' DRAWNBY:T.H. REVISED:00-00-00
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i PROPOSED LOCATION:
NORTH BENCH STATE #24-18

1600

6800

EXIST PELINE

Tl3S
APPROXIMATE TOTAL PIPELINE DISTANCE = 2700'

LEGEND: WESTPORT OIL AND GAS COMPANY, L.P.
PROPOSED ACCESS ROAD N NORTH BENCH STATE #24-18

----------- EXISTINGPIPELINE SECTION 18, Tl3S, R11E, S.L.B.&M.
--•--------- PROPOSED PIPELINE 493' FSL 1865' FWL

- Uintah Engineering & Land Surveying TOPOGR A
P¯H

I c 0 1 13 04
85 South 200 East Vernal, Utah 84078 NI À ONTH DAY YEAR

(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 1000' DRAWNBY:TH. VISED:
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Blowout Preventer and Choke Manifold Diagram

Rotating
Head

Double /

Ram
Preventer

Kill Line To Manifold

I l TO BOP

I

2-1/16"2-1/16" 2-1/16"
_ _ _AI

CHOKE _
3000 PSI

o o CHOKE
TO GUAGE
LOCATED
ON TOP

2 9

2 3000 PSI To MUD TANK
- 15' 2"

3"

4' 5" x 5' 2"
10 Master Drilling SITLA UT Ferron Coal



g WORKSHEET
APPLICATION FOR PERMIT'TO DRILL

APD RECEIVED: 06/16/2004 API NO. ASSIGNED: 43-007-30966

WELL NAME: N BENCH ST 24-18

OPERATOR: WESTPORT OIL & GAS CO ( N2115 )

CONTACT: DAVID GOMENDI PHONE NUMBER: 303-573-5404

PROPOSED LOCATION:

SESW 18 130S 110E INSPECT LOCATN BY: / /
SURFACE: 0493 FSL 1865 FWL .Tech Review Initials Date
BCARTOMN: 0493 FSL 1865 FWL

Engineering

HELPER ( 18 ) Geology

LEASE TYPE: 3 - State Surface
LEASE NUMBER: ST ML-48134

SURFACE O'WNER: 3 - State
LATITUDE: 39.69025

PROPOSED FORMATION: FRSD

COALBED METHANE WELL? YES LONGITUDE: 110.73233

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond:Fed[] Ind[] Sta[3] Fee[]
Unit

(No. RLBOO5236 / 6 pg)
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

pt Water Permit R649-3-3. Exception

(No. MUNICIPAL )

| RDCC Review (Y/N) y Drilling Unit

(Date: Board Cause No:
Eff Date·

AA Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: AQ h / og



10
12
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18 17 16 15
13

COAL CREEK

HELPER STATE2

FIELD
FEDERA1.1

FEDERAL5
N BENCH

NBENCH NBENCH FED12-20

C HELPR
PED 19 ST42-19

FED C-5

19 PRICE 2Û 21 22
FED3

HELPER N BENCH N BENCH
22-3
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FED C.4 FED 19 FED 20

FED21-29 NBENCR 272

HELPER HELPER N RENCR FED 41 29

HELPER FEDG1 FEDG-5 FED22.29
FED D 10

COAL

HELPER

NBENCCREEK1
3

HELPER HELPER HELFER FEDG4
FED34-28

PED D 11 FED G-2

US UI,VER1
CAUSE:241-4/9-26-2000

HELPER NBENCH NBENÇR
FED G 7 ST 12-32 ST 32-32
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ST 31 2

HELPER N BENCHST

HELPER
FED

SEC 1

HOERWESTPORT O&G CO (N2115)

C

UUSNE -4A/RB-

2000

Utah OilGas and Mining
WellStatus GASINJECTION

GAS STORAGE
LOCATION ABANDONED

NEW LOCATION

PLUGGED & ABANDONED
PRODUCING GAS

e PRODUCING OIL

+ SHUT-IN GAs W E

+ SHUT-IN OIL

)s' TEMP.ABANDONED S
o TEST WELL

A WATER INJECTION

# WATERSUPPLY
PREPARED BY: DIANA WHITNEY
DATE: 17-JUNE-2004

WATER
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NEW LOCATION
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e PRODUCING OIL

e SHUT-IN GAS

• SHUT-IN OIL

)m TEMP.ABANDONED

o TEST WELL

A WATER INJECTION

PREPARED BY: DIANA WHITNEY
* WATER SUPPLY

DATE: 17-JUNE-2004
WATER
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ON-SITE PREDRILL EVALUATION

Division of Oil, Gas and Mining

OPERATOR: Westport Oil and Gas
WELL NAME & NUMBER: North Bench State 24-18
API NUMBER: 43-007-30966

LEASE: State FIELD/UNIT:
LOCATION: 1/4,1/4 SESW Sec: 18 TWP: 13S RNG: 11E 493 FSL 1865 FWL
LEGAL WELL SITING: 460' from unit boundary and 920' from another well.
GPS COORD (UTM): X = 522968 E; Y = 4393225 N SURFACE ÓWNER: SITLA

PARTICIPANTS
M. Jones (DOGM), David Gomendi (Westport), and Tony wright (DER) were in
attendance for the on-site of this well. SITLA and Carbon county were
invited but chose not to attend the onsite.

REGIONAL/LOCAL SETTING & TOPOGRAPHY

Proposed location is ~7 miles NE of Price, Utah. Staked location lies
inside Deadman Canyon, Southwest of Andalex Resources Tower Mine ~1

mile. This well should have no impacts on the existing or future mining
operations due to the surface location of the well and its proposed TD
in relation to any of the mine workings, surface or subsurface. The
direct area drains to the southeast, into Deadman Creek, and eventually
into the Price River, also a year-round live water source, ~15 miles
South of the proposed location. Dry washes are typical throughout the
area.

SURFACE USE PLAN

CURRENT SURFACE USE: Wildlife habitat and grazing.

PROPOSED SURFACE DISTURBANCE: 175' x 215' with an excluded 50'x 50'x 10'
pit.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: 5 proposed,
producing, and/or PA wells are within a 1 mile radius of the above
proposed well.

LOCATION OF PRODUCTION FACILITIES AND PIPELINES: Along roadside.

SOURCE OF CONSTRUCTION MATERIAL: Obtained locally and transported in.

ANCILLARY FACILITIES: None anticipated.

WASTE MANAGEMENT PLAN:

Portable chemical toilets which will be emptied into the municipal waste
treatment system; garbage cans on location will be emptied into
centralized dumpsters which will be emptied into an approved landfill.
Crude oil production is unlikely. Drilling fluid, completion / frac
fluid and cuttings will be buried in the pit after evaporation



slashing the pit liner. Produced water will e gathered to a central
location into storage tanks, and trucked to a proper disposal site.
Eventually, produced water may be re-injected into other zones via a
salt-water disposal well. Used oil from drilling operations and support
will b_e hauled to a used oil recycler and reused.

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS: Dry washes.

FLORA/FAUNA: Pinion Juniper, Sagebrush, grasses, deer, small game,
rodents, and raptors.

SOIL TYPE AND CRARACTERISTICS: Sandy loam.

EROSION/SEDIMENTATION/STABILITY: Erosive upon disturbance.

PALEONTOLOGICAL POTENTIAL: None observed.

RESERVE PIT

CHARACTERISTICS: Dugout earthen pit.

LINER REQUIREMENTS (Site Ranking Form attached): Liner required.

SURFACE RESTORATION/RECLAMATION PLAN

As per surface use agreement.

SURFACE AGREEMENT: As per SITLA.

CULTURAL RESOURCES/ARCHAEOLOGY: Completed and area cleared by archeologists
(Montgomery).

OTHER OBSERVATIONS/COMMENTS

DWR requested Big-Game Winter Range Restrictions.

ATTACHMENTS

Photos of this location were taken and placed on file.

Mark L. Jones July 15, 2004 / 2:30 pm
DOGM REPRESENTATIVE



E uation Ranking Criteria and Ranking re
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking

Distance to Groundwater (feet)
>200 0
100 to 200 5
75 to 100 10
25 to 75 15
<25 or recharge area 20 ___0

Distance to Surf. Water (feet)
>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 2

Distance to Nearest Municipal
Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 20 0

Distance to Other Wells (feet)
>1320 0
300 to 1320 10
<300 20 0

Native Soil Type
Low permeability 0
Mod. permeability 10
High permeability 20 __20

Fluid Type
Air/mist 0
Fresh Water 5
TDS >5000 and <10000 10
TDS >10000 or Oil Base Mud Fluid 15

containing significant levels of
hazardous constituents 20 5

Drill Cuttings
Normal Rock O
Salt or detrimental 10

_

0

Annual Precipitation (inches)
<10 0
10 to 20 5
>20 10

_

5

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 10 _ _0

Presence of Nearby Utility
Conduits

Not Present 0
Unknown 10
Present 15 0

Final Score 32 (Level I Sensitivity)

Sensitivity Level I = 20 or more; total containment is required.
Sensitivity Level II = 15-19: lining is discretionary.
Sensitivity Level III = below 15: no specific lining is required



Diana Whitney - Well Clearance Page 1

From: Ed Bonner
To: Whitney, Diana
Date: 7/19/2004 3:05:00 PM
Subject: Well Clearance

The following wells have been given cultural resource clearance by the Trust Lands Cultural Resources
Group:

CDX Rockies, LLC
Atchee Canyon State 36-12-25 #1

MSC Exploration LP
State MSC 35-1

Westport Oil & Gas Company
North Bench State 24-18
State 1022-36E

Dominion Exploration & Production, Inc
LCU 10-2H (2 sites in access road on BLM land which must be advoided)

Ifyou have any questions regarding this matter please give me a call.

CC: Garrison, LaVonne; Hill,Brad; Hunt,



O O

DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL

STATEMENT OF BASIS

OPERATOR: Westport Oil and Gas
WELL NAME & NUMBER: North Bench State 24-18
API NUMBER: 43-007-30966
LOCATION: 1/4,1/4 SESW Sec: 18 TWP: 13S RNG: 11E 493 FSL 1865 FWL

Geologv/Ground Water:

Significant volumes of high quality ground water are unlikely to be encountered at this location. A poorly
permeable soil is likelv to be developed on the Blue Gate Member of the Mancos Shale. The proposed casing
and cementing program should adequately isolate any zones of fresh water that may be penetrated. Two
underground water rights have been filed on two locations within a mile of the proposed well site.

Reviewer: Christopher J. Kierst Date: 7/20/2004

Surface:

Proposed location is ~7 miles NE of Price, Utah. Staked location lies inside Deadman Canyon, Southwest of
Andalex Resources Tower Mine ~1 mile. This well should have no impacts on the existing or future mining
operations due to the surface location of the well and its proposed TD in relation to any of the mine workings,
surface or subsurface. The direct area drains to the southeast, into Deadman Creek, and eventually into the Price
River, also a year-round live water source, ~15 miles South of the proposed location. Dry washes are typical
throughout the area. DWR was represented and requested big-eame winter restrictions. SITLA and Carbon County
were invited but chose not to attend the onsite.

Reviewer: Mark L. Jones Date: July 19, 2004

Conditions of Approval/Application for Permit to Drill:

1. A synthetic liner with a minimum thickness of 12 mils shall be properly installed and maintained in the reserve
pit.
2. Berm the location and pit.
3. Diversion ditches and culverts where necessary to control



STATE OF UTAH, DIVISION ATER RIGHTS Page 1 of 2

($ atateoniineservices Agency t.ist susiness.utari.gov Search Utah.gov

WRPLAT Program Output Listing

Version: 2004.03.26.00 Rundate: 07/20/2004 02:48 PM

Radius search of 5280 feet from a point N493 E1865 from the SW corner, section 18,
Township 13S, Range 11E, SL b&m Criteria:wrtypes=W,C,E podtypes=S,U,D,Sp,P
status=U,A,Pusetypes=all

91-4171

18 17
13

' 24 19 29

0 700 1400 2100 2800 Ft

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



STATE OF UTAH, DIVISION OR WATER RIGHTS Page 2 of 2
O O

Water Rights

WR Diversion Well Status Priority Uses CFS ACFT Owner PNumber Type/Location Log
AMCA COAIal1509 Underground A 19801017 DOX 0.500 0.000 LEASING IN

N82 W278 S4 07 13S (TOWER
1lE SL RESOURCES

AMCA COAIal1509 Underground A 19801017 DOX 0.500 0.000 LEASING IN
S365 E320 S4 07 13S (TOWER
11E SL RESOURCES

Natural Resources | Contact | Disclaimer | Privacy Policy | Accessibility Policy

http://utstnrwrt6.waterrights.utah.gov/cgi-bin/mapserv.exe



CHPRIb T Page lof3

Select Related Information

(WARNING: Water Rights makes NO claims as to the accut
CHANGE: a11509 WATER RIGHT: 91-4171 CERT. NO.: AMENDATORY? No

ASE WATER RIGHTS: 91-4171
RIGHT EVIDENCED BY: 91-4171 (A51964)
CHANGES: Point of Diversion DO , Place of Use [ ], Nature of Use DO , Reservoir Storage [ .

NAME: AMCA Coal Leasing Inc.
ADDR: (Tower Resources Inc.

P.O.Box 902
Price UT 84501

INTEREST: 100% REMARKS:

FILED: 10/17/1980 PRIORITY: 10/17/1980 ADV BEGAN: 12/17/1980 ADV ENDED: NEWSPAPER:
ProtestEnd: PROTESTED: [No ] HEARNG HLD: SE ACTION: [Approved] ActionDate:0
EXTENSION: ELEC/PROOF:[ ] ELEC/PROOF: CERT/WUC: \LAP, ETC:

&ENOVATE: RECON REQ: TYPE: [
Status: Approved
Related Distribution System: Not part of any Distribution System
***************************************************************** *********************************

***********************HERETOFOR E*********************** ************************HERE A

FLOW: 0.5 cfs FLOW: 0.5 cfs

SOURCE: Underground Water Well SOURCE: Underground Water Well
COUNTY: Carbon COUNTY: Carbon COM DESC: 7 mi

http://nrwrt2.waterrights.utah.gov/cblapps/chprint.exe?chnum=all509



CHPRINT Page20f3

POINT(S) OF DIVERSION ------> CHANGED AS FOLLOWS:

Point Underground: UNDERGROUND: (If link present, ad
(1) N 82 ft W 278 ft from S4 cor, Sec 07, T 13S, R 11E, SLBM (1) N 82 ft W 278 ft from S4

Diameter: ins. Depth: to ft. Diameter: ins. D
COMMENT: COMMENT:

(2) N 463 ft E 2560 ft from W4 cor, Sec 07, T 13S, R 11E, SLBM (2) N 850 ft 0 ft from S4
Diameter: ins. Depth: to ft. Diameter: ins. D

COMMENT: COMMENT:
(3) N 850 ft 0 ft from S4 cor, Sec 07, T 13S, R 11E, SLBM (3) N 1155 ft W 478 ft from S4

Diameter: ins. Depth: to ft. Diameter: ins. D
COMMENT: COMMENT:

(4) N 1703 ft W 40 ft from S4 cor, Sec 07, T 13S, R 11E, SLBM (4) S 365 ft E 320 ft from S4
Diameter: ins. Depth: to ft. Diameter: ins. D

COMMENT: COMMENT:

PLACE OF USE ------> SÄME AS HERETOFORE

--NW¾-- --NE¼-- --SW¾-- --SE¾--
NNSS NNSS NNSS NNSS
WEWE WEWE WEWE WEWE

Sec 05 T 13S R 11E SLBM *X:X:X:X**X:X:X:X**X:X:X:X**X:X:X:X*
Sec 06 T 13S R 11E SLBM *X:X:X:X**X:X:X:X**X:X:X:X**X:X:X:X*

Sec 07 T 13S R 11E SLBM *X:X:X:X**X:X:X:X**X:X:X:X**X:X:X:X*
Sec 08 T 13S R 11E SLBM *X:X:X:X**X:X:X:X**X:X:X:X**X:X:X:X*

NATURE OF USE ------> CHANGED as follows:

SUPPLEMENTAL to Other Water Rights: No SUPPLEMENTAL to Other Water Right

DOM: 45 Persons

MIN: District: Carbon County USED 01/01 - 12/31 MIN: District: Carbon County
Name: Centennial Project Name: Centennial Project
Ores: Coal Ores: Coal

http://nrwrt2.waterrights.utah.gov/cblapps/chprint.exe?chnum=all509



CHPRINT Page3of3

OTH: INDUSTRIAL: Dust Control, Fire USED 01/01 - 12/31 OTH: INDUSTRIAL: Dust and f
Suppression

****************************************************************************************************

*******************************************************END OF D A T A************************
****************************************************************************************************

NaturalResources | Contact | Disclaimer | Privacy Policy Accessibility Policy

O

' http://nrwrt2.waterrights.utah.gov/cblapps/chprint.exe?chnum=al1509
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Well name: 07-04 Westport N. Bench 24-18
Operator: Westport O&G Company
String type: Surface Project ID:

43-007-30966
Location: Carbon County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.400 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 200 ft

Burst:
Design factor 1.00 Cement top: Surface

Burst
Max anticipated surface

pressure: -15 psi
Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 212 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:

Next setting depth: 4,869 ft
Tension is based on air weight. Next mud weight: 8.600 ppg
Neutral point: 425 ft Next setting BHP: 2,175 psi

Fracture mud wt: 19.250 ppg
Fracture depth: 486 ft
Injection pressure 486 psi

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft3)
1 486 8.625 24.00 J-55 ST&C 486 486 7.972 23.4

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 212 1370 6.460 212 2950 13.91 12 244 20.92 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: July 29,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 486 ft, a mud weight of 8.4 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemier method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the
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Well name: 07-04 Westport N. Bench 24-18
Operator: Westport O&G Company
String type: Production Project ID:

43-007-30966
Location: Carbon County

Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No

Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 133 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 368 ft

Burst:
Design factor 1.00 Cement top: 898 ft

Burst
Max anticipated surface

pressure: -101 psi
Internal gradient: 0.468 psilft Tension: Non-directional string.
Calculated BHP 2,171 psi 8 Round STC: 1.80 (J)

8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)

Premium: 1.50 (J)
Body yield: 1.50 (B)

Tension is based on air weight.
Neutral point: 4,226 ft

Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft')
1 4860 5.5 17.00 N-80 LT&C 4860 4860 4.767 167.5

Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
1 2171 6290 2.897 2171 7740 3.56 83 348 4.21 J

Prepared Clinton Dworshak Phone: 801-538-5280 Date: July 29,2004
by: Utah Div. of Oil & Mining FAX: 801-359-3940 Salt Lake City, Utah

Remarks:
Collapse is based on a vertical depth of 4860 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Collapse strength is based on the Westcott, Dunlop & Kemler method of biaxial correction for tension.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design willbe that of the
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OLENB S. WALKER
Governor

GAYLEE McKEACHNIE
Lieutenant Governor

State of Utah August 3, 2004

Department of
Natural Resources

ROBERT L. MORGAN
Executive Director Westport Oil & Gas Coitipany, LP

1670 Broadway, Suite 2800
Division of Denver, CO 80202-4800

Oil, Gas & Mining

LOWELL P.BRAXTON
vivisionairector Re: North Bench State 24-18 Well, 493' FSL, 1865'FWL, SE SW, Sec. 18,

T. 13 South, R. 11 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-007-30966.

ely,

ohn R. Baza
Associate Director

pab
Enclosures

cc: Carbon County Assessor
SITLA

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340•facsimile (801)359-3940•TTY (801) 538-7458 •www.ogm.utah.gov Where ideas
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Operator: Westport Oil & Gas Company, LP
Well Name & Number North Bench State 24-18

API Number: 43-007-30966
Lease: ST ML-48134

Location: SE SW Sec. 18 T. 13 South R. 11 East

Conditions of Approval
1. General

Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this weli:

• 24 hours prior to cementing or testing casing
• 24 hours prior to testing blowout prevention equipment
• 24 hours prior to spudding the well
• within 24 hours of any emergency changes made to the approved drilling program
• prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone
numbers (please leave a voice mail message if the person is not available to take the call):

• Dan Jarvis at (801) 538-5338
• Caro1Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the State of Utah Antiquities Act forbids disturbance of archeological,
historical, or paleontological remains. Should archeological, historical or paleontological
remains be encountered during your operations, you are required to immediately suspend
all operations and immediately inform the Trust Lands Administration and the Division
of State History of the discovery of such remains.

5. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in
the Statement of Basis. (Copy
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: WESTPORT OIL & GAS COMPANY LP

Well Name: N BENCH ST 24-18

Api No: 43-007-30966 Lease Type: STATE

Section 18 Township 13S Range 11E County CARBON

Drilling Contractor PETE MARTIN'S RIG # RATHOLE

SPUDDED:
Date 05/17/05

Time

How DRY

Drilling will Commence:

Reported by BILL MCNAB

Telephone# 1-303-550-1274

Date 05/18/2005 Signed



MAY.18,2005 1:10PM WESTPORT NO.550 P. 6
STATE OF UTAH FORM0DEPARTMENTOF NATURALRE$OURCES

DIVI IONOF OIL,GASANDMINING

NTITYACTIONPORM

Operator, Westport oil& Gas company,LP- Operator Account Number: N 2115.
Address; 1670 Broadway, Ste 2800

citv Denver

state pip80202-4800 Phone Number: (303) 573-5404

Wen t il

4300730966 NorthBenon State 24-1 SESW 18 138 11E Carbon

A 5/17/2005
Comments:

Comments:

Comments:

ACTIONCODES:
A · Establish new entityfor new well (single we only) KristiA. Stover (303) 575-0152
B • Add bew weil to existingentity(groupor un well) Nu (Please Print)
C - Re·assign well from one existing entity to e otherexistingentity
D - Realgn wellfrom one exfatingentityto a ew entity sig
E - Other(Explain in 'comments'section) S alystEngineeringREC

Div.OFOlL,GAS&



FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

ML-48134
6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, signficantly deepen existing well below curTent bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER North Bench State 24-18
2. NAME OF OPERATOR: 9. API NUMBER:

WESTPORT OI L AND GAS COMPANY, L. P. 43-007-30966
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

1670 Broadway - Suite 2800 Denver, CO 80202-4800 (303) 573-5404 Helper Field - Ferron Coal
4. LOCATION OF WELL

FOOTAGES AT SURFACE: 493' FSL, 1865' FWL
COUNTY: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDAN: SESW, Sec. 18: T 13 S, R 11 E, S.L.B.&M. STATE: UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Duplicate) ALTER CASlNG FRACTURE TREAT SIDETRACK TO REPAlR WELL

Approximate date work will start: CASINGREPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUSPLANS OPERATOR CHANGE TUB1NG REPAlR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion: COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: Spud & Drilling

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION Activity Reports

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details inicuding dates, depth, volumes, etc.

Westport Oil and Gas Company, L. P. respectfully wishes to inform the proper authorities of driHing activities for
the above subjected well which spud on May 17, 2005 @6:00 p.m. RU Pete Martin Drilling, drilled and set 14"
conductor pipe @75', RD. RU Bill Jr. Rathole DriHing, drilled and ran 8 5/8", J-55, ST&C surface casing set @
503', RD. RU Grey Wolf rig #807 and driHed ahead to a depth of 4883' TD. Ran Dual Induction Guard Log &
Compensated Density, Compensated Neutron w/GR. Run and cement 5.5", 17# production casing to a depth of
4838'. Grey Wolf rig #807 released on June 30, 2005 @6:00 p.m. Well is currently SI, waiting on completion and
production hook-up.

Attached copies of driHing activity reports.

WOGCLP Bond No.

NAME(PLEASEPRIN Kristi A. Stover TITLE Sr. Engineering Technician

SIGNATURE - DATE July 13, 2005

(This space for State use only)

RFr n
5/2000 JUL1 9 2005

UT Sundry NBS 24-18.xis North Bench State



Westport Oil & Gas

- y - Drillinq Chronoloqical
Requiatorv

Well Name:NORTH BENCH STATE 24-18
Field Name: HELPER S/T/R 18/13S/11E County,State: CARBON, UT

Operator RT OIL AND GAS COMPA Location Desc: ection approx 0.9 miles to the jul District:
Project AFE: 105027D AFEs Associated: | 104047D / 104047D /104047D / 1040470

Daily Summary
Activity Date : 6/23/2005 Days From Spud : 0 Current Depth : 0 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : Rig Name:
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 12.00 01 MoveRig from 12-20 to 24-18 0 0 NIH

18:00 12.00 01 Rigging Up 0 0 NIH

Total: 24.00

Daily Summary
Activity Date : 6/24/2005 Days From Spud : 0 Current Depth : 1184 Ft 24 Hr. Footage Made : 657 Ft
Rig Company : Rig Name:

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 0.50 01 Rigging Up 0 0 NIH

6:30 3.00 15 Test BOPE O 0 NIH

9:30 4.00 06 TIH - pick up DC 0 0 NIH

13:30 2.00 21 Rigging up Air Package 0 0 NIH

15:30 2.50 02 Drillout Cement and Shoe 0 0 NIH

18:00 3.00 06 TOH - XO bit for hammer - TlH 0 0 NIH

21:00 0.50 05 Blow hole dry 0 0 NIH

21:30 5.50 02 Drilling 527 995 NIH

3:00 0.50 10 Deviation Survey at 995' = 1 Deg. 995 995 NIH

3:30 2.50 02 Drilling 995 1184 NIH

Total: 24.00

Daily Summary
Activity Date : 6/25/2005 Days From Spud : 0 Current Depth : 2561 Ft 24 Hr. Footage Made : 1377 Ft

Rig Company : GREY WOLF Rig Name: GREY WOLF # 807
Formation : Weather:

Operations
Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 DRLG 1184 1276 NIH

7:00 0.50 07 SERVICE RIG 1276 1276 NIH

7:30 3.00 02 DRLG 1276 1529 NIH

10:30 0.50 10 WLS 1529 1529 NIH

11:00 14.50 02 DRLG 1529 2498 NIH

1:30 1.50 08 REPAIR CHAIN IN DRAWRKS 2498 2498 NIH

3:00 0.50 10 WLS 2498 2498 NIH

3:30 0.50 07 SERVICE RIG 2498 2498 NIH

4:00 2 00 02 DRLG 2498 2561 NIH

Total: 24.00

REC ED
Page 1 of 5 Powered by Production Access



Well Name:NORTH BENCH STATE 24-18
Field Name: HELPER S/T/R 18/138/11E County,State: CARBON, UT

Operator: RT OIL AND GAS COMP Location Desc ction approx 0.9 miles to the ju District:

Daily Summary
Activity Date : 6/26/2005 Days From Spud : 3 Current Depth : 3906 Ft 24 Hr. Footage Made : 1345 Ft
RigCompany : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 7.00 02 DRLG 2561 2997 1

13:00 0.50 10 SURVEY 2997 2997 1

13:30 0.50 02 DRLG 2997 3029 1

14:00 0.50 07 SERVICE RIG 3029 3029 1

14:30 7.00 02 DRLG 3029 3501 1

21:30 0.50 10 SURVEY 3501 3501 1

22:00 0.50 07 SERVICE 3501 3501 NIH
22:30 7.50 02 DRLG 3501 3906 NIH

Total: 24.00

Daily Summary
Activity Date : 6/27/2005 Days From Spud : 4 Current Depth : 4560 Ft 24 Hr. Footage Made : 654 Ft
Rig Company: GREY WOLF Rig Name: GREY WOLF #807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 02 DRLG 3906 4001 1

7:00 0.50 10 SURVEY 4001 4001 1

7:30 0.50 07 SERVICE RIG 4001 4001 1

8:00 11.00 02 DRLG 4001 4560 1

19:00 0.50 07 SERVICE RIG 4560 4560 1

19:30 0.50 05 HAMMER QUIT, SWEEPHOLE W/AIR 4560 4560 1

20:00 5.00 06 TOH WlHAMMER,WTR PUMPFOR DRAWORKS BAD, 4560 4560 1

1:00 5.00 08 GET NEW WTR PUMP FROM VERNAL,TRYlNG TO FIND DODGE COUPLER TO FIT,RAN 4560 4560 1
UC IN HOLE BRAKES GOT HOT

Ìotal 24.00

RECElVED
JUL19 2005

Page 2 of 5 Powered by Production Access
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Well Name:NORTH BENCH STATE 24-18
Field Name: HELPER S/T/R 18/138/11E County,State: CARBON, UT

Operator: RT OIL AND GAS COMPA Location Desc: ction approx 0.9 miles to the ju District:

Daily Summary
Activity Date : 6/28/2005 Days From Spud : 5 Current Depth : 4825 Ft 24 Hr. Footage Made : 265 Ft
Rig Company : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 06 TlH WlH DC 4560 4560 1

7:00 2.50 08 HOOK UP MTR, PUMP FOR WTR TO DRAWRKS 4560 4560 1

9:30 3.00 06 TlH WlDP 4560 4560 1

12:30 1.00 05 UNLOAD HOLE, WITH AIR 4560 4560 1

13:30 11.00 02 DRLG, WITH PARTIAL RETURNS 4560 4811 1

0:30 0.50 07 SERVICE RIG 4811 4811 1

1:00 2.50 05 HOLE PACKED OFF,WRKED FREE, MUDDED UP,LOST CIRC,LOST APPROX 300 BLL 4811 4811 1

3:30 2.50 02 DRLG 4811 4825 1

Total: 24.00

Mud Properties
Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4825 8.60 8.60 34 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 300

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Daily Summary
Activity Date : 6/29/2005 Days From Spud : 6 Current Depth : 4883 Ft 24 Hr. Footage Made : 58 Ft
Rig Company : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 19.50 02 DRLG 4825 4883 2

1:30 1.50 06 SHT RIP 11 STDS 4883 4883 2

3:00 1.00 05 CIRC FOR LOGS 4883 4883 2

4:00 2.00 06 TOH F/LOGS 4883 4883 2

Total: 24.00

Mud Properties
Depth Time VVtIn Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4883 8.60 8.60 34 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 300

Water Loss LCM ECD FL Temp Remarks
0 0.0 0.0 0

JUL19 2005
Page 3 of 5 Powered by Production Access



Well Name:NORTH BENCH STATE 24-18
Field Name: HELPER S/T/R 18/13S/11E County,State: CARBON, UT

Operator: RT OIL AND GAS COMP Location Desc: ection approx 0.9 miles to the jur District:

Daily Summary
Activity Date : 6/30/2005 Days From Spud : 7 Current Depth : 4883 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 3.00 06 toh /logs 4883 4883 2

9:00 5.50 11 togging,loggers td 4840 4883 4883 2

14:30 4.50 06 tih 4883 4883 2

19:00 1.50 05 circ f/csg 4883 4883 2

20:30 5.00 21 rig up Id mahine and Id dp 4883 4883 2

1:30 4.50 12 rig up csg crew and run csg 4883 4883 2

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
48480 8.60 8.60 34 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 300

Water Loss LCM ECD FL Temp Remarks
O 0.0 0.0 0

Daily Summary
Activity Date : 7/1/2005 Days From Spud : 8 Current Depth : 4883 Ft 24 Hr. Footage Made : 0 Ft

Rig Company : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Operations

Start Hrs Code Remarks Start Depth End Depth Run

6:00 1.00 12 run csg 4883 4883 2

7:00 2.00 05 circ csg on btm 4883 4883 2

9:00 2.00 12 cmt csg 4883 4883 2

11:00 3.00 14 nipple down 4883 4883 2

14:00 1.50 21 set slips 4883 4883 2

15:30 2.50 22 clean pits release rig 4883 4883 2

18:00 12.00 01 rig down 4883 4883 2

Total: 24.00
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4840 8.60 8.60 34 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss

0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 300
Water Loss LCM ECD FL Temp Remarks

O 0.0 0.0 0

Daily Summary
Activity Date : 7/2/2005 Days From Spud : 9 Current Depth : 4883 Ft 24 Hr. Footage Made : 0 Ft
Rig Company : GREY WOLF Rig Name: GREY WOLF # 807

Formation : Weather:
Mud Properties

Depth Time Wt In Wt Out Vis PV YP Gels FL HTFL FC HTFC Solid Water Oil Sand
4883 8.60 8.60 34 0 0 0/0/0 0.0 0.0 0 0.00 0.0% 0.0% 0.0% 0.0%

MBT pH Pm Pf Mf CI Ca ES Pom Lime Total Sal. CaCl2 EDTA O/W Ratio Mud Loss
0.0 0.00 0.00 0.00 0.00 0 0 0 0.00 0.00 0 0 0.00 300

Water Loss LCM ECD FL Temp Remarks
O | 0.0 0.0 0

Page 4 of 5 Powered by Production Access 7/13/2005
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Well Name:NORTH BENCH STATE 24-18
Fleid Name: HELPER S/f/R 18/135/11E County State: CARBON, UT

Operator RT O1LAND GAS COMPA Location Desc: ection approx 0.9 miles to the lui District

Formation
Formation Name Current WellTop Subsea Datum Ref WellTop Elec Top Comments

Casing
Dateln Setting Depth Jts Run Type Size Weight Grade MlN10 HoleDiam TO

7/1/2005 4838 112 5. Production 5.5 17 N-80 7.875 4840
Stage: 1. Wash, 20, 0, galled wtr, , 0. O
Stage: 1. Wash, 20, 0, super flush, , 0, 0
Stage: 1. Spacer, 10, 0, fresh wtr. , 0. 0
Stage: 1, Lead, 0, 233, cbm bfen with .25% flow seal, Other, 4.1, 10.5
Stage: 1. Tail. 0, 248, prem plus with 1%Cacl, .25% flowcele. Other, 1.6. 14 2
Stage: 1, Displacement, 111, 0, fresh wtr, , 0, 0

RECEIVED
JUL19 2Mi

DN.OFOlL,GAS&MIN10
Page 5 of 5 Powered by Production Access



STATE OF UTAH AMENDED REPORT Ü FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
ML-48134

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a TYPE OF WELL: O LLL
LL DRY OTHER CBM Ferron 7. UNITor CA AGREEMENT NAME

b TYPE OF WORK: 8. WELL NAMEand NUMBER:

L
HOR Z EEP- RNTRY EFSFVR.

OTHER North Bench State 24-18
2. NAMEOF OPERATOR: 9. API NUMBER:

Westport Oiland Gas Company, L. P. 4300730966
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELDAND POOL, OR WILDCAT

1999 Broadway, Ste 370( cirv Denver STATE CO ZIP 80202 (303) 296-3600 Helper Field/Ferron Coal
4. LOCATIONOF WELL(FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN:
AT SURFACE: 493' FSL, 1865' FWL SESW 18 13S 11E
AT TOP PRODUCING INTERVALREPORTED BELOW: Same

12. COUNTY 13. STATE
AT TOTALDEPTH: Same Carbon UTAH

14. DATESPUDDED: 15. DATET.D. REACHED: 16. DATECOMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL):

5/17/2005 6/28/2005 12/2/2005 ABANDONED READYTO PRODUCE O 6820' GL
18. TOTALDEPTH: MD 4,883 19. PLUG BACKT.D.: MD 4.790 20. IF MULTIPLECOMPLETIONS, HOW MANY?* 21 DEPTH BRIDGE MD

TVD TVD N/A PLUG SET:
TVD

22. TYPE ELECTRICANDOTHER MECHANICALLOGS RUN (Submit copy of each) 23.

UGR & L w/GR
WASWELLCORED? NO YES (Submitanalysis)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZEIGRADE WEIGHT (#/ft) TOP (MD) BOTTOM(MD) STAGEDŒMENTER CNEMENF
S

KES
VO

MRE
BL) CEMENTTOP ** AMOUNTPULLED

24" 14 H40 48 0 75
12 1/4 8.625 J55 24 0 503 ClassG 300

7 7/8 5.5 N80 17 0 4,838 prem+ 481 CBL

25. TUBINGRECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2.875 4,679 |
26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(Top/Bot - MD) SIZE NO HOLES PERFORATION STATUS

(A) Ferron 4,461 Open Sqwd

(B) Open Squeezed

(C) Open Squeed

(D) Open Squeezed

28. ACID, FRACTURE, TREATMENT,CEMENT SQUEEZE, ETC.

DEPTH INTERVAL AMOUNTANDTYPE OF MATERIAL

See attached for perforation and frac information.

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICALIMECHANICALLOGS GEOLOGIC REPORT DST REPORT DIRECTIONALSURVEY Producing
O SUNDRY NOTICE FOR PLUGGINGANDCEMENT VERIFICATION CORE ANALYSIS OTHER:

RECEIVED
(5/2000) (CONTINUED ON BACK)

FEB2 12006

OlV.0FOIL,GAS&



31. INITIALPRODUCTION INTERVALA (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

12/2/2005 12/2/2005 24 RATES: -' 0 10 750 artif. lift
CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS

RATES: -* O 10 750 prod.
INTERVALB (As shown In Item #26)

DATEFIRST PRODUCED: TEST DATE: HOURS TESTED TEST PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: PROD METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG. PRESS. API GRAVITY BTU- GAS ASIOILRATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS
RATES: -+

INTERVALC (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: PROD METHOD:
RATES: ->

CHOKE SIZE: TBG. PRESS. CSG PRESS. PI GRAVITY BTU - GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS - MCF: WATER - BBL: INTERVALSTATUS
RATES: -+

INTERVALD (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL - BBL GAS - MCF: WATER - BBL: PROD METHOD:
RATES: -+

CHOKE SIZE: TBG. PRESS. CSG PRESS. Pl GRAVITY BTU- GAS AS/OIL RATIO 24 HR PRODUCTION OIL - BBL: GAS- MCF: WATER - BBL: INTERVALSTATUS
RATES: -+

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

sold
33. SUMMARYOF POROUS ZONES (include Aquifers): 34. FORMATION(Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests, including depth interval
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation Descriptions, Contents, etc. Nam (Measure Depth)

Benton ite 4,372
Ferron 4,461
Tun unk 4,724

35. ADDITIONALREMARKS (include plugging procedure)

36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records.

NAME(PLEASE PRIN ) Kristi A. Stover TITLE Sr. Engineering Technician

SIGNATURE DATE 2/13/2006

This report must be submitted within 30 days of
• completing or plugging a new well • reentering a previously plugged and abandoned well
• drilling horizontal laterals from an existing well bore • significantly deepening an existing well bore below the previous bottom-hole depth
• recompleting to a different producing formation e drillinghydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more formations.

** ITEM 24: Cement Top -Show how reported top(s)of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS))

Send to: Utah Divisionof Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801



North Bench State 24-18
API No. 43-007-30966

Perforations Stage 1
4" casing gun 4622' - 4630' 4 SPF .42" HOLE 23 gm/shot 30.97" PENETRATION.

4642' - 4654' 4 SPF .42" HOLE 23 gm/shot 30.97" PENETRATION.
20' / 80 holes

Stage 2
4528' - 4532' 4 SPF .42" HOLE 23 gm/shot 30.97" PENETRATION
4577' - 4583' 4 SPF .42" HOLE 23 gm/shot 30.97" PENETRATION
4596' - 4600' 4 SPF .42" HOLE 23 gm/shot 30.97" PENETRATION
14' 56 holes

Frac Info Stage 1
Total Fluid: 38,743 gals XL 8 20# Super Gel
Acid: 500 gals 15% HCI
Total Sand: 103,360 lbs 16-30 Arcola Sand
Average Pressure: 2079 psi
Average Rate: 81.5 bpm
Set CFP at 4610'

Stage 2
Total Fluid: 23,891 gals XL 8 20# X Super Gel
Acid: 500 gals 15% HCI
Total Sand: 41,836 lbs 16-30 Arcola Sand
Average Pressure: 3109 psi
Average Rate: 79.5 bpm
ISIP: 1568



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET

2. CDW
X Change of Operator (Well Sold) Operator Name Change/Merger

The operator of the well(s) listed below has changed, effective: 1/6/2006
FROM: (Old Operator): TO: ( New Operator):
N211S-Westport Oil & Gas Co., LP N2995-Kerr-McGee Oil & Gas Onshore, LP

1368 South 1200 East 1368 South 1200 East
Vernal, UT 84078 Vernal, UT 84078

Phone: 1-(435) 781-7024 Phone: 1-(435) 781-7024

CA No. Unit:
WELL NAME SEC TWN RNG API NO ENTITY EASE WELL WELL

NO PE TYPE STATUS

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 5/10/2006
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 5/10/2006
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 3/7/2006
4a. Is the new operator registered in the State of Utah: YES Business Number: 1355743-0181

4b. If NO, the operator was contacted contacted on:
5a. (R649-9-2)Waste Management Plan has been received on: IN PLACE
Sb. Inspections of LA PA state/fee well sites complete on: n/a
Sc. Reports current for Production/Disposition & Sundries on: ok

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 3/27/2006 BIA not yet

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 3/27/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to
Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on:

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 5/15/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 5/15/2006
3. Bond information entered in RBDMS on: 5/15/2006
4. Fee/State wells attached to bond in RBDMS on: 5/16/2006
5. Injection Projects to new operator in RBDMS on:
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a Name Change Only
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: COl203
2. Indian well(s) covered by Bond Number: RLB0005239
3. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLBOOO5236
a. The FORMER operator has requested a release of liability from their bond on: n/a rider added KMG

The Division sent response by letter on:
LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 5/16/2006
COMMENTS:

KMG (Westport) FORM A.xis



Form 3 160-5 UNITED STATES FORM APPROVED
(August 1999) OMB No, 100M135DEPARTMENT OF THE INTERIOR ExplosJnovember30,2000

BUREAU OF LAND MANAGEMENT 5. Lease SerialNo.
SUNDRYNOTICESANDREPORTSONWELLS MULTIPLE LEASES

Do not use this fortn for proposals to drlII or reenter an 6. If indian, Allottee or Tribe Name
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

I. Type of Well

O on weli U Gas Well O Other 8. Well Name and No.
2. NameofOperator MUTIPLEWELLS
KERR-McGEEOIL &GAS ONSHORELP 9. API WellNo.
3a. Address 3b. Phone No. (include area code)
1368 SOUTH 1200 EAST VERNAL,UT 84078 (435) 781-7024 10. Field and Pool, or ExploratoryArea
4. Location of Well (Footage. Sec., T. R., M, or SurveyDescription)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY,UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off

O sitercasing O eractureTreat O acciamation wenintes,
Subsequent Repon Q Casing Repair O New Construction Q Recomplete Other CHANGEOF

O Change Plans O Plug and Abandon O Temporarily Abandon OPERATOR
O Final Abandonment Notice O Convert to Injection Q Plug Back Q WaterDisposal

13. DescribeProposedor CompletedOperations(clearlystate all pertinentdetails,includingestimated startingdate of anyproposedwork andapproximatedurationthereof -

If the proposal is to deepen directionallyor recomplete horizontally,give subsurfacelocationsand measured and true vertical depths of all pertinentmarkers and zones.
Attach the Bond underwhich the work will be performedor providethe BondNo en Blewith BLM/BIA Requiredsubsequentreportsshall be filed within30 days
followingcompletionof the involvedoperations. If the operationresultsin a multiple completionor recompletionin a new interval,a Form316¾ shallbe filedonce
testing has been completed. Final AbandonmentNotiœsshall be filed only after all requirements,including reclamation, have been complaed, and the operatorhas
determinedthat the site is readyfor finalinspection.

PLEASE BE ADVISED THAT KERR-McGEE OIL&GAS ONSHORE LP, IS CONSIDERED TO BE THE RECElVED
OPERATOR OF THE ATTACHED WELL LOCATIONS. EFFECTIVE JANUARY 6, 2006.
KERR-McGEEOIL & GAS ONSHORE LP, IS RESPONSIBLE UNDER TERMS ANDCONDITIONs MAYl 0 2006
OF THE LEASE(S) FOR THE OPERATIONS CONDUCTED UPON LEASELANDS. BOND COVERAGE
IS PROVIDED BY STATE OF UTAH NATIONWIDE BONDNO. RLBOOO5237. lW OFOIL,GAS&MININGum som aanos APPROVEDj f/L6

Na Printed/Typed) Title EarleneRussell,EnginooringTechnician
Y AY DRILLINGMANAGER

i ture / Date
May9, 2006

• l THIS SPACE FOR FEDERALOR STATE USE
Approved by Title Date

Corditionsof approval, ifany, are attached Approval of thisnotice does notwarrant or Office
certify thatthe applicant holds legal or equitable titleto thoserights in the subject lease
which would entitle theapplicant toconduct operations thereon.

Title 18U.S.C.Section 1001, make it a crime forany personknowinglyand willfullyto make to any departmentor agencyof the UnitedStatesany
false,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjurisdiction,

Unstructionson



• Forrn3 160-5 UNITED STATES FŒM APPROVED
(August 1999) OMBNo. 1004-0135

DEPARTMENT OF THE INTERIOR Expim Jnovemter30,2000
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICESAND REPORTS ON WELLS MULTIPLELEASES
Do not use thIsform for proposals to drill or reenter an 6. IfIndian,AllotteeorTribeName
abandoned well. Use Form 3160-3 (APD)for such proposals.

7. If Unit or CA/Agreement, Name and/or No.
SUBMITIN TRIPLICATE- Other instructions on reverse side

l. Type of Well

O oil weli O Gas Well O Other 8. Well Name and No.
2. Name of Operator MUTIPLEWELLS
WESTPORT OIL & GAS COMPANY L.P. 9. API Well No.
3a. Address 3b, Phone No. (include area code)

1368 SOUTH 1200 EAST VERNAL, UT 84078 (435) 781-7024 10. Field and Pool, or Exploratory Area
4. Location of Well (Footage. Sec.. T..R.. M. or Survey Description)

11. County or Parish, State
SEE ATTACHED

UINTAHCOUNTY, UTAH

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, R iPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Q Acidize O Deepen Q Production (Start/Resume) Water Shut-Off

O ^ite, casing O Fracture Treat Q Reclamation Well Integrity
Subsequent Report Q Casing Repair O New Constuction Q Recomplete Other CHANGEOF

O Change Plans O Plug and Abandon Q Temporarily Abandon OPERATOR
O Final Abandonment Notice O Conven to Injection Q Plug Back Q Water Disposal

13. DescribeProposedor CompletedOperations(clearlystate all pertinentdetails,includingestimatedstartingdate of anyproposedwork andapproximatedumtionthereof
If the proposalis to deepen directionally or recomplete horizontally,give subsurfacelocationsand measured andtrue verticaldepthsof all pertinot markersand zones.
Attadi the Borx!under which the work will be performedor providethe BondNo. on file with BLM/BIA Requiredsubsequentreportsshallbe filed within30days
followingcompletionof the involval operations. If the operation results in a multiplecompletionor recompletion in a new interval,a Form316¾ shallbe filedonce
testing has beencompleted. Final AbandonmentNotiœs shall be filed only after all requirements,includingreclamation,have been completed,and the operatorhas
determinedthat the site isready for finalinspection.

EFFECTIVE JANUARY 6, 2006, WESTPORT OIL & GAS COMPANY L.P., HAS RELINQUISHED
THE OPERATORSHIP OF THE ATTACHED WELL LOCATIONS TO KERR-McGEE OIL & GAS
ONSHORELP.

APPROVEDJ /,.#,,/L RECEIVEDOMÂwi MAY1O2006Division of011,OasandMining
BarleneRussell, EngineeringMio p\v rWQR.,GM&MININQ14. I hereby certify that the foregoing is true and correct

Name (Printed/Typed) Title
BRAD LANEY ENGINEERING SPECIALIST
Signature Date

May 9, 2006
THIS SPACE FOR FEDERAL OR STATEUSE

Ap ed byg Title Date

Corditiom of appio ifa
, are a Approval of thisnotice does not warrant or Office

certify thatthe applicant holdsleg uitable titleto thoserights in the subject lease
which would entitle the applicant to conduct operations thereon.

Title 18U.S.C.Section 1001,make it a crime for any person knowinglyand willfully to make to any departmentor agencyof the UnitedStatesany
false,fictitiousor fraudulentstatementsor representationsas to anymatterwithin itsjurisdiction.

(Instructions on
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